LED
ARCHITECTURAL
TROFFER

Unique Anti light leaking design make
it different from common troffer

0-10V dimmable

50,000 hrs rated lifespan

NTERTE,

5 years warranty

Emergency Back-up and
sensor options

High lumen efficiency up

to 130Im/W, DLC .

Premium Listed 50% more energy savings
than triditional fixtures

Field adjustable
CCT & Power selectable

= Instant on to full
brightness
Wireless light control
system options
Premium milk white lens High Efficiency LED
for smooth, even light chips from Sumsung SMD2835
distribution
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ORDER NUMBER

MODEL NUMBER

TRAC22P20XX0D-A2LA00

TRAC22P30XX0D-A2LA00

TRAC24P30XX0D-A2LAO

TRAC24P40XX0D-A2LA00

TRAC22P36XX0D-H3LACO80 *

NAME

2X2 Troffer

2X2 Troffer

2X4 Troffer

2X4 Troffer

2X2 Troffer

TRAC24P40XX0D-H3LAO080 = 2X4 Troffer
TRACT14P36XX0D-H3LACO80 * 1X4 Troffer
TRAC22P36XX0D *+ 2X2 Troffer
TRAC24P40XX0D =+ 2X4 Troffer

“Power selectable models
~*Power & CCT selectable models

LINE DRAWING

DIMENSIONS L (mm)
2x2 603
2x4 1212
x4 1212

Slite Electrical Supply Corporation

RoOoHS
COMPLIANT
Indoor office space, hotels,
schools, shopping mall,
supermarkets, retail areas,
interior lighting...
EFFICACY WATT ccT VOLTAGE  ANGLE
130LPW 20W 35/40/60K 100-277V 116°
130LPW 30W 35/40/50K 100-277V 116°
130LPW 30W 35/40/60K 100-277V 116°
130LPW 20W 35/40/50K 100-277V 116°
130LPW 20/30/36W Selectable 35/40/60K 100-277V 115°
130LPW 30/35/40W Selectable 35/40/60K 00-277V 15°
130LPW 20/30/36W Selectable 35/40/60K 100-277V 115°
130LPW 20/30/36W Selectable 35/40/50K Selectable  100-277V 115°
130LPW 30/35/40W Selectable  35/40/50K Selectable 00-277V 15°
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W (mm) H (mm) A (mm) L
603 60 135
603 60 135 7
303 60 135 w W
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