LED

ARCHITECTURAL

TROFFER

High lumen efficiency up to
125Im/w, DLC premium listed

50,000 hrs rated lifespan
5 years warranty

Emergency Back-up and
sensor options

Al'e ROHS
cus DL m @ / COMPLIANT
LISTED B Indoor office space, hotels,
schools, shopping mall,
supermarkets, retail areas,
interior lighting...
MODEL NUMBER NAME EFFICACY WATT ccT VOLTAGE ANGLE
25TR0222LEDXX 2X2 Troffer 125LPW 35/40/50K 110°
38TR0224LEDXX 2X4 Troffer 125LPW 38W 35/40/50K 20-277V 110°
— A—
DIMENSIONS L (mm) W (mm) H (mm) A (mm)
2x2 604 604 70 150
2x4 1213 604 0 15
w
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Premium milk white lens for
smooth, even light distribution
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Continuously 0-10V
dimming down to 10%

50% more energy savings
than triditional fixtures

Total flicker free, flicker
rate<1%

Wireless light control

system options

High efficiency LED chips

from Seoul SMD2835

APPLICATION
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(2x2 25W@4000K)
180 Average lllumination
210 150
1m
240 120 373.4/1080Lx 262.07cm
2m
93.35/270.1Lx 524.13cm
270 90
3m
// 00 41.49/120Lx 786.20cm
600
o 048.26
300 \ 900 60 23.34/67.52Lx 1048.26cm
1200
5Sm ——MM——— -
30 14.94/43.21Lx 1310.33cm
330
1500
Height Eavg/Emax Plane beam angle: 105.3 deg Spot Diameter
UNIT:cd
C0/180:105.3 C60/240:121.7
C30/210:108.8 C90/270:131.2
(2x4 38W@4000K)
180 Average lllumination
210 150
m
240 120 570.8/1685Lx 269.69cm
2m
142.7/421.1Lx 539.39cm
270 20
3m
/// 00 63.42/187.2Lx 809.08cm
800
m —————
300 1200 (1] 35.68/105.3Lx 1078.78cm
1600
5Sm —————— ————————————
30 22.83/67.38Lx 1348.47cm
330
2000
Height Eavg/Emax Plane beam angle: 106. 88 deg Spot Diameter

UNIT:cd

C0/180:106.9
€30/210:109.9

Slite Electrical Supply Corporation

C60/240:122.1
C€90/270:129.9
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