LED
SACK-LIT
PANEL LIGHT

No yellowing problem of light
guided plate for this panel light

50,000 hrs rated lifespan
5 years warranty

Emergency Back-up and
sensor options Continuously 0-10V

dimming downto 10%
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ORDER NUMBER

MODEL NUMBER NAME EFFICACY WATT
40FLT0222LEDXX 2X2 Panel 1 10LPW 40W
50FLT0224LEDXX 2X4 Pane 110LPW 50W
26/30/40FLT0222LED36/40/50+ 2X2 Panel 110LPW
30/40/50FLT0224LED35/40/50+ 2X4 Panel 110LPW

*Power & CCT selectable models

LINE DRAWING

DIMENSIONS L (mm) W (mm) H (mm)

2x2 603 603 408

2x4 1213 40.8

Slite Electrical Supply Corporation Houston, TX Call: 281-965-5791

50% more energy savings
than triditional fixtures

Instant on to full
brightness

Wireless light control
system options

High efficiency LED chips
from Seoul SMD2835

APPLICATION

Indoor office space, hotels,
schools, shopping mall,
supermarkets, retail areas,
interior lighting...
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Average Illumination

304.18cm

608.36cm

Plane beam angle: 113.35 deg

Average lllumination

912.54cm

1216.72cm

1520.89cm

Spot Diameter

302.39cm

604.79cm
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C60/240:113.5
C€90/270:113

Plane beam angle: 113.35 deg
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