
LED PL LAMP
TYPE A

6“ Can suitable and 26W 
CFL equivalent

Not use for totally enclosed fixtures

Work with CFL ballast, no need 
bypass operation

UL approved for damp 
locations

180° Rotatable 
(Horizontal Models)

Non dimmable

Die casting Aluminum heat sink

Built-in thermal detactor can 
cut off the power from over 

driven of uncompatible 
electrical ballast

Design to retrofit the light 
sources for wall scones, 
recessed can light, down 
light, desk lamp and other 
residential or commercial 
fixtures...

Universal G24q-4pin base can 
retrofits G24q-1, G24q-2, 
G24q-3, GX24q-1, GX24q-2 and 
GX24q-3

MODEL NUMBER CONFIGURATION BASE WATT CCT LUMEN VOLTAGE ANGLE

12PL03HG24QLED27
12PL03HG24QLED30
12PL03HG24QLED35
12PL03HG24QLED40
12PL03HG24QLED50

Horizontal G24Q 4pin
12W

(Lamp Only)

2700K
3000K
3500K
4000K
5000K

900LM
900LM

1100LM
1100LM
1100LM

Driven by
CFL Ballast

140°

12PL03VG24QLED27
12PL03VG24QLED30
12PL03VG24QLED35
12PL03VG24QLED40
12PL03VG24QLED50

Vertical G24Q 4pin

2700K
3000K
3500K
4000K
5000K

900LM
900LM

1100LM
1100LM
1100LM

140°

L

W

H

MODEL NUMBER L(inch/mm) W(inch/mm) H(inch/mm)

Horizotal 5.82/147.82 1.37/34.80 1.37/34.80

12W
(Lamp Only)

Driven by
CFL Ballast

CRI

80

80

Vertical 3.78/96.01 2.99/75.95 2.99/75.95

L

W H
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