LED

VAPOR TIGHT

High lumen efficiency up
to 130Im/W, DLC
Premium Listed

Surface mounting and V-hook

installation available

Continuously 0-10V
dimming down to 10%

Emergency Back-up and
sensor options
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ORDER NUMBER

High efficiency LED chips
from Seoul SMD2835

Premium PMMA milk white
lens for smooth, even light

distribution
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COMPLIANT

MODEL NUMBER NAME EFFICACY WATT ccT VOLTAGE ANGLE

8VPTO14FTLEDXX 4FT Vapor Tight 130LPW 35/40/50K 120-277 110
45VPTO14FTLEDXX 4FT Vapor Tight 130LPW 35/40/50K 110
52VPTO14FTLEDXX 4FT Vapor Tight 130LPW 52W 35/40/50K 10
75VPTO18FTLEDXX 8FT Vapor Tight 130LPW 75W 35/40/50K 120-277V 110°
90VPTO18FTLEDXX 8FT Vapor Tight 130LPW 90w 35/40/50K 120-277V 110°
DIMENSIONS L (mm) W (mm) H (mm)
2FT 600 90 8

AFT 200 90 80
8FT 2400 90 80
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Slite Electrical Supply Corporation Houston, TX Call: 281-965-5791
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Email:info@slite.us | Web: www.slite.us

50% more energy savings
than triditional fixtures

50,000 hrsrated lifespan
5years warranty

Wireless light control
system options

APPLICATION

Vapor tight fixture are built
for powerful lighting in
harsh environments like car
washer, airports, tunnels,
parking garages and other
maintenance areas...
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LED
VAPOR TIGHT

Average Illumination

246.24cm

492.47cm

Plane beam angle: 101.83 deg

Average lllumination

738.71cm

984.95cm

1231.18cm

Spot Diameter

247.56cm

495.12cm
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C60/240:112.5
C€90/270:117.6

Plane beam angle: 102.13 deg
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742.67cm

990.23cm

1237.79cm

Spot Diameter
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