TYPE B LED PL RETROFIT LAMP INSTALLATION GUIDE  v20200s

ﬂhank you for selecting our company LED Type B PL LAMP. Please ensure that you install and use the product according to instruction below to\
enable the correct installation and normal functioning of our LED product. Should you not fellow these instructions, you will not be compensated in
accordance with the warranty. We will not take any responsibility from inappropriate use and installation of the product, and for any associated damage
cause by such irresponsible and neglectful actions.

Warnings

WARNING - Risk of fire or electric shock. LED Retrofit Kit installation requires knowledge of luminaires electrical systems.
If not qualified, do not attempt installation. Contact a qualified electrician.

AVERTISSEMENT - Risque d'incendie ou de choc électrique. L'installation du kit de mise a niveau LED nécessite une
connaissance des systémes électriques des luminaires. S'il n'est pas qualifié, ne pas tenter I'installation. Contactez un
électricien qualifié.

WARNING - Risk of fire or electric shock. Install this kit only in luminaires that have the construction features and
dimensions shown in the photographs and/or drawings and where the input rating of the retrofit kit does not exceed the
input rating of the luminaire.

AVERTISSEMENT - Risque d'incendie ou de choc électrique. N'installez ce kit que dans les luminaires dont les
caractéristiques de construction et les dimensions indiquées sur les photographies et/ou les dessins et ou la puissance
d'entrée du kit de modernisation ne dépasse pas la puissance d'entrée du luminaire.

WARNING - To prevent wiring damage or abrasion, do not expose wiring to edges of sheet metal or other sharp objects.
AVERTISSEMENT - Pour éviter d'endommager le cablage ou de |'abrasion, ne pas exposer le cablage a des bords de tble
ou d'autres objets tranchants.

WARNING - RISK OF FIRE OR ELECTRIC SHOCK. DO NOTALTER, RELOCATE, OR REMOVE WIRING,
LAMPHOLDERS, POWER SUPPLY, ORANY OTHER ELECTRICAL COMPONENT. ]
AVERTISSEMENT-RISQUE D'INCENDIE OU DE CHOC ELECTRIQUE. NE PAS MODIFIER, DEPLACER OU
ENLEVERLE CABLAGE, LES DOUILLES DE LAMPE, L'ALIMENTATION ELECTRIQUE OU TOUT AUTRE COMPOSANT
ELECTRIQUE.

CAUTION RISK OF FIRE - IF THE LAMP OR LUMINAIRE EXHIBITS UNDESIRABLE OPERATION (BUZZING, FLICKERING,
ETC.), IMMEDIATELY TURN OFF POWER, REMOVE LAMP FROM LUMINAIRE AND CONTACT MANUFACTURER.
ATTENTION RISQUE D'INCENDIE - SI LALAMPE OU LE LUMINAIRE PRESENTE UN FONCTIONNEMENT INDESIRABLE
(BOURDONNEMENT, CLIGNOTEMENT, ETC.), COUPEZ IMMEDIATEMENT L'ALIMENTATION, RETIREZ LALAMPE DU
LUMINAIRE ET CONTACTEZ LE FABRICANT.

The products were intended to retrofit surface mount, Type IC or non-IC recessed mount Listed fluorescent luminaires. Horizontal
version PL lamp that uses maximum two lamps, with the two lamps spaced 1 mm minimum apart. The minimum lamp compartment
dimensions are 155*140 mm. Vertical verstion PL that uses only one lamp, and the lamp compartment dimensions are 145*180mm.
The Stick series that uses maximum two lamps, with the two lamps spaced 10 mm minimum apart(center to center). The minimum lamp
compartment dimensions are 160*230 mm. If use one lamp, the minimum lamp compartment dimensions are 155*140 mm.

LED RETROFIT LUMINAIRE CONVERSION
FOR USE ONLY WITH PRODUCTS DESCRIBED AND INSTALLED
IN ACCORDANCE WITH THE INSTRUCTIONS PROVIDED WITH THIS RETROFIT KIT

Installers should not disconnect existing wires from lampholder terminals to make new connections at lampholder terminals. Instead
installers should cut existing lampholder leads away from the lampholder and make new electrical connections to lampholder lead
wires by employing applicable connectors.

Do not make or alter any open holes in an enclosure of wiring or electrical components during kit installation.

THIS RETROFIT KIT IS ACCEPTED AS A COMPONENT OF A LUMINAIRE WHERE THE SUITABILITY OF THE COMBINATION
SHALL BE DETERMINED BY AUTHORITIES HAVING JURISDICTION.

THE RETROFIT ASSEMBLY IS ACCEPTED AS A COMPONENT OF A LUMINAIRE WHERE THE SUITABILITY OF THE
COMBINATION SHALL BE DETERMINE

NOT FOR USE WITH DIMMERS.
THIS DEVICE IS NOT INTENDED FOR USE WITH EMERGENCY EXITS.

"This luminaire has been modified to operate LED lamps. Do not attempt to install or operate fluorescent lamps in this luminaire,"
shall be marked on the retrofit luminaire where readily visible by the user during normal maintenance including relamping.

Base option

Unit: inch

5W Stick PL Lamp 7W Stick PL Lamp:

1.46" 1.50"
1.46" 1,50
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Wiring and Installation

GU24 E26 E27 wiring and installation instruction
' N\

Step 1. Switch off power supply Step 2. take off the diffuser of CAN
| [f|=—S before installation, check if the f:r\;%r\fg ?ﬁggi?g:c)jfgxéé?
§ [F===3 LED PL rating parameters fluorescent lamp from the CAN

can_be_ replaced i_n this . which need to be replaced, shown
luminaire, below is the original as a2

wiring drawing, shown as a-1

Fzrz

rzrz

a-1 a-2
M \/ .W“IM- Step 3. In accordance with the below drawing a-3, connect the wires of “AC input”, connect black
N . or brown wire to “ACL” of main power, and connect white or blue wire to “ACN” of main power.
L '¢\1\|\|||||- And switch on.
Step 4: In accordance with the below drawing, install the LED tube onto the lamp panel, and make sure
all the connecting wires are covered by the metal housing after installation.
a-3
- )
G24 G23 GX23 wiring and installation instruction
. A
" ———  Step 1. Switch off power supply before Step 2. take off the diffuser of CAN
L I' > installation, check if the LED PLrating ~ cover(if applicable), screw to remove
E =  parameters can be replaced in this N the existed compact fluorescent lamp
————  |uminaire, below is the original wiring L from the CAN which need to be
drawing, shown as b-1 replaced, shown as b-2

b-2

b-1

Step 3 In accordance with the below drawing, cut off
all the wires connected to the ballast and remove
them, shown as b-3
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Step 4. In accordance with the below drawing, connect
the wires of “AC input” to socket of lamps, connect
black or brown wire to “ACL” of main power, and
connect white or blue wire to “ACN” of main power.
Shawn as b-4
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b-4

Step 5: In accordance with the below drawing, install the LED tube onto the lamp panel, and make sure all the connecting wires

are covered by the metal housing after installation.
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