LED
Mini Linear High Bay G4

DLC5.1,11,700to 60,000 lumens, 150 LPW.
Field-adjustable Power and CCT

available.
Pre-installed sensor port :
Both standalone and Bluetooth plug & play
sensors are availabl _ )
= CLASS 2 driver with over

*  temperature protection function.

‘ - \ N o \
Light distribution changeable by > —" -«
quickly replacing len

0-10V continuously dimming to 10%

High level surge protection: L-N:
4kV; L/N-GND:

FC® /At APPLICATION

Warehouse, distribution

centers, manufacturing
ORDER NUMBER facilities, big box retailers
and other industrial
applications.

GUS

LISTED

Wattage CCT Selectable Lumen  Efficiency

Order PN# Model No Size <W> <K> <Im> <Im/W>
07107 78LHBO4LEDS0 1.4FT 78 5000K 11700 150
07108 92 HBO4LED5S0 1.4FT 92 5000K 13800 160
07109 115LHBO4LEDS0 1.4FT 115 5000K 17250 150
07110 35LHBO4LEDS0 1.4FT 135 5000K 20250 150
07111 15656LHBO4LED5S0 1.9FT 155 5000K 23250 150
07112 185LHBO4LEDS0 1.9FT 185 5000K 27750 150
07113 200LHBO4LED5S0 | 9FT 200 5000K 30000 150
07114 230LHBO4LEDS50 2.6FT 230 5000K 34500 150
Q7116 270LHBO4LEDS0 2.6FT 270 5000K 160
07116 360LHBO4LEDS50 &, TIFT 360 5000K 160
L

LINE DRAWING
DIMENSIONS L (mm) W (mm) H (mm) | |

420 260 45 -
165-200W 580 260 45 a H

790 260 45 1 U
360W 1120 260 45
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LED
Mini Linear High Bay G4
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Order PN# Model No Fumction

0447 EFSO6R Multi-Level Microwav

etooth sensors

Wireless Bluetooth Wall Switch Linkable with light group, up to 1

Keilton. WIRELESS BLUETOOTH CONTROLS

Gateway Free, Easy Commissioning

e e v * Bluetooth Techno

< Back Light Dimming

b gy For Bluetooth enabled i0S or Android smartphone
< Back Sensor

* Energy monitoring:

Dayliht harvastng Embedded RTC fo s inthe Zone

> with each other

oton Ssoecr - * Flexible Grouping and Zoning: Wirelessly group luminaires to actin

publeiang * Wireless Commissioning: Convenient commission via smartphone or wireless Bluetooth wall switch

* Motion Sensor: Support ing delay time and dimming level for a group of sensors through APP.

* Group Sensing Sharing: Any member in a group get triggered , other member will prepare a
background light level
* Daylight harvesting / Photocell Threshold: Ambient daylight sensor allows for continuous dimming with
natural light, wireless calibration available
* QR Code for Admin / Guest Control Authority: The system will autor
anning the QR code, a hone will cc

natically generate Admin and Guest QR

y all settings

P

codes for each zone, by s

lour tunable luminaires, Keilton support manually

* Colour tunning / Circadian Rhythms: en work wit
colour tuning and automatically coincidence with circadian rhythms

* Scene Control: Pre-set vario olour and brightness for individual or group of luminaires under different
scene buttons, arouse all settings with one button

=dule various scene in different time, repeat weekly.

* Scheduling: ¢

Scan below QR code to download Keilton commissioning App. Scan to download Keilton APP instruction

’ Download on the \ GETITON
@& Appstore }’ Google Play
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